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CYLINDER MORTICE LOCKS WITH MULTIPLE DEAD-BOLT

Type Description

Th
ro

ws

Ce
nt

re
 D

ist
an

ce

Fa
ca

pla
te

Ba
ck

se
t

ITEM

Unit weight Pieces Ty
pe

Di
m.

Ha
nd

Fin
.

Pe
rs.

Sp
ec

.

Technical features:
• Painted brass plated satin steel faceplate 

and striking plate
• Zinc plated steel case
• Flat, reversible, nickel-plated latch
• Nickel-plated steel triple bolt 

Supplied as standard:
• Striking plate
• Lock and cylinder fixing screws

Hand:
0 = Non-handed

Cylinder to
be ordered
separately

• Dead-bolt and latch
• SUPPLIED AS STANDARD:

Striking plate item 1.06279.12.0

2 85 22 45 0,805 1 1 52520 45 0
2 85 22 50 0,835 1 1 52520 50 0
2 85 22 60 0,915 1 1 52520 60 0

• Dead-bolt and latch
• SUPPLIED AS STANDARD:

Striking plate item 1.06279.12.0

2 85 22 45 0,800 1 1 52521 45 0
2 85 22 50 0,840 1 1 52521 50 0
2 85 22 60 0,905 1 1 52521 60 0

• Dead-bolt and latch
• Pre-arranged for additional locking points
• SUPPLIED AS STANDARD:

Striking plate item 1.06284.00.0
Two guides for extended bolts item 1.06085.00.0
Upper striker item 1.06084.00.0

• ON REQUEST:
Extended bolts item 1.06415.00.0
Floor striker item 1.06086.00.0

2 85 25 45 1,145 1 1 52526 45 0
2 85 25 50 1,180 1 1 52526 50 0
2 85 25 60 1,245 1 1 52526 60 0
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