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Technical features:
• Steel case and striker, painted in a 

metallized, antique bronze colour   
• Nickel-plated steel latch 
• Nickel-plated steel multiple dead-bolts
• External draw-back pull
• Picking resistant protection device on the 

latch lever
• External key guide

Supplied as standard:
• Striker
• Outside escutcheon item 1.06140.00.0
• 3 keys:

 item 1.00120.00.1 for hand 1  
 item 1.00120.00.2 for hand 2

• Fixing screws
• Instruction sheet

Hand:
1 = R.H.

inwards

2 = L.H.
inwards

• 4 dead-bolts only 4 64 2,340 1 1 57110 60 1
4 64 2,330 1 1 57110 60 2

4 64 2,330 1 1 57150 60 1
4 64 2,330 1 1 57150 60 2

1 00120 00 1/2

1 00125 00 1/2

• 4 dead-bolts only
• SUPPLIED AS STANDARD:

2 extended bolts item 1.06425.01.0
2 diverting devices item 1.06418.00.0

4 64 2,650 1 1 57120 60 1
4 64 2,650 1 1 57120 60 2

4 64 2,685 1 1 57160 60 1
4 64 2,685 1 1 57160 60 2

1 00120 00 1/2

1 00125 00 1/2

• 4 dead-bolts only
• SUPPLIED AS STANDARD:

4 extended bolts with connecting rod item 
1.06426.01.0
Subsidiary driving mechanism
2 diverting devices item 1.06418.00.0

4 64 3,450 1 1 57130 60 1
4 64 3,450 1 1 57130 60 2

4 64 3,500 1 1 57170 60 1
4 64 3,500 1 1 57170 60 2

1 00120 00 1/2

1 00125 00 1/2

• Latch and 3 dead-bolts
• Draw-back pull

4 64 2,376 1 1 57115 60 1
4 64 2,379 1 1 57115 60 2

4 64 2,400 1 1 57155 60 1
4 64 2,300 1 1 57155 60 2

1 00120 00 1/2

1 00125 00 1/2
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• Latch and 3 dead-bolts
• Draw-back pull
• SUPPLIED AS STANDARD:

2 extended bolts item 1.06425.01.0
2 diverting devices item 1.06418.00.0

4 64 2,640 1 1 57125 60 1
4 64 2,640 1 1 57125 60 2

4 64 2,670 1 1 57165 60 1
4 64 2,650 1 1 57165 60 2

1 00120 00 1/2

1 00125 00 1/2

• Latch and 3 dead-bolts
• Draw-back pull
• SUPPLIED AS STANDARD:

4 extended bolts with connecting rod item 
1.06426.01.0
Subsidiary driving mechanism
2 diverting devices item 1.06418.00.0

4 64 3,300 1 1 57135 60 1
4 64 3,300 1 1 57135 60 2

4 64 3,465 1 1 57175 60 1
4 64 3,475 1 1 57175 60 2

1 00120 00 1/2

1 00125 00 1/2

• Top and bottom locking
• 2 extended bolts item 1.06425.01.0
• Inside coin activated piece

0,735 1 1 57190 00 0


